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Chapter 0: Quick Installation for Win31 and Win95 (for 
advanced user) 


About StarMedia: 


The StarMedia Display Utility is an integrated set of utilities which you can use to 
configure and adjust your graphics display card for optimal usage under Microsoft 
Windows 3.x, Windows for Workgroup and Windows 95. The StarMedia features monitor 
Plug & Play support, on-the-fly resolution switching, on-the-fly refresh rate changing, 
monitor centering, custom cursor color, multi-media playback programs and support 
localized language. 


Desktop: Configures the desktop size, color-depth, font size and refresh rates. 
You can change the desktop settings without restarting Windows. 


Monitor: Detects your monitor and displays the resolutions and refresh rates which 
your monitor supports. The monitor centering facility let you adjust the 
screen position. 


Cursor: Lets you choose your favorite cursor color. 


DPMS: Configures your monitor for power-saving purpose. 
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Multimedia: Lets you launch the CD player, Media player and Active Movie 
programs. 


Info: Displays the desktop settings, BIOS and driver version and the memory 
installed on your VGA card. 


For detail information about StarMedia, please refer to chapter 2. 


Installation for Win31 & Win95: 

Launch Windows, insert CD into CD-ROM drive, run MSSETUP.EXE and then click 
the Windows 3.x or Windows 95 button, if you install from diskette, insert the 
“Windows 3.x & Windows 95” diskette into drive A (or B), run A\SETUP or 
B:\SETUP. The SETUP program will detect the Windows version, language, and 
copy the driver and StarMedia utility into your system. For detail installation 
information, please refer to chapter 3. 


How to Launch StarMedia 


After install the drivers for Windows 3.x and 95 and restarting the Windows, a VA 
icon will display at the bottom of your screen. Left Click(on Windows 3.x) or 
Right Click(on Windows 95) this icon, and then select the 'Display Control 
Panel’ menu item, or double click the 'Display Control Panel’ icon on the new 
installed program group, the 'Display Control Panel’ program will be opened. 
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SCHNELLINSTALLIERUNG 


(fur erfahrene Anwender) 
Uber StarMedia 


Der StarMedia ist ein integrierter Utility-Satz, mit dem Ihre Grafik- 
Anzeigekarte fiir eine optimale Anwendung unter Microsoft 
Windows 3.x und Windows 95 konfiguriert und justiert werden kann. 
Der StarMedia besitzt eine Plug&Play Unterstiitzung, eine 
Umschaltung des On-the-fly-Auflésungsvermégens, eine 
Abanderungsmdéglichkeit der On-the-fly Erneuergungsrate, eine 
Monitor-Zentrierung, einen Zeiger, dessen Farbe durch den Benutzer 
ausgewahlt werden kann, sowie eine Vielzahl von _ weiteren 
produktiven und verbesserten Merkmalen. Es unterstiitzt auch die 
automatische ErRennung fiir die Muttersprach-ettbersetzung unter 
Windows 3.x und Windows 95. 


INSTALLIERUNG Windows 3.x/Windows 95 
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play 


Zum Installieren des StarMedia und der Unterstiitzungsdateien muB 
das SETUP-Programm auf der Diskette des Windows Program 
manager (Windows 3.x) oder des Start meniis (Windows 95) 
ausgefiihrt werden. Das Setup-Programm wird die von Ihnen benutzte 
Windows-Version feststellen und das StarMedia werkzeug, den 
Windows-Treiber und die Unterstiitzungsdateien auf Ihre Festplatte 
kopieren, eine Program-Manager-Gruppe erstellen und das Anzeige- 
Manager-Programm des StarMedia an die “Load’-Sektion der 
“win.ini’-Datei, die von Windows automatisch jedes Mal beim 
Starten neu geladen wird, hinzufiigen. Das Setup-Programm figt 
ebenfalls ein “Uninstaller’-Ikon auf die Programmgruppe hinzu, die 
zum Riickgéngigmachen des Installierens dieser Funktion benutzt 
werden kann.- 
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Desktop 

Der Desktop-Dialogkasten erméglicht ein Konfiguration der 
Desktop-GréBe, der Farbintensitét, der SchriftgréBe und der 
Erneuerungsrate. 


Monitor 

Den mit Monitor bezeichneten Dialogkasten anklicken, um diesen zu 
6ffnen. Dann “DDC detect” (Windows 3.x) oder “Select Monitor” 
(Windows 95) anklicken, um zu den Informationen tiber den Monitor 
zu gelangen. Falls Sie einen Plug&Play-Monitor besitzen, werden 
der Name des Herstellers des Monitors und die Modellbezeichnung 
durch StarMedia angezeigt sowie samtliche verfiigbaren Auflésungen 
mit der maximalen Vertikal-Erneuerungsrate, die von Ihrem Monitor 
unterstiitzt werden kann, aufgelistet. Falls Ihr Monitor den 
Plug&Play nicht unterstiitzt, kénnen Sie das Monitor-Modell 
auswahlen, das Sie benutzen (falls Sie unter Windows 95 arbeiten). 
Der StarMedia wird die Vorbesichtigungsfunktion auf jeden Fall zur 
Verfiigung stellen, um eine Anzeige auBerhalb der Synchronisation | 
zu verhindern, die durch eine falsche Vertikal-Erneuerungsrate oder 
durch ein falsches Auflésungsvermégen, die in dem mit Display 
bezeichneten Dialogkasten ausgewdhlt wurde, verursacht wurde. 


Zeiger 
Auf den mit Cursor bezeichneten Dialogkasten klicken, um die 
gewiinschte Farbe des Hardware-Zeigers einzustellen. 


DPMS 

Die DPMS-Gruppe zeigt die gegenwartigen Justierung des Power 
Management an. Die Werte des Inactivity Time-Out werden fiir das 
Standby, Suspend und das Ausschalten angezeigt. Diese Justierungen 
kénnen durch Anklicken des DPMS-Ikons eingestellt werden. 

Die Funktionen des Anzeige-Power-Management funktionieren in 
Verbindung mit den mit dem EPA Energy Star entsprechenden 
Monitoren. Der DPMS-Schirm ermdglicht ein  Einschalten, 
Konfigurieren und Testen dieser Funktionen. 


Info 

Dieses Windows zeigt das Auflésungsvermégen und die 
Farbintensitét der gegenwartigen Desktop-Justiereung, das Grafik- 
Chipset, die Versionen des BIOS- und des Windows-Treibers sowie 
die totale Videospeicherkapazitat Ihrer Grafik-Karte an. 
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INSTALLATION RAPIDE (pour les utilisateurs 
experimentes) | 
A PROPOS DSTARMEDIA 


StarMédia est um ensemble intégré d’utilitaires qui vous aident a 
configurer et a régler votre carte graphique pour un usage optimal sous 
Microsoft Windows 3.x et Windows 95. StarMédia propose un support 
Plug n’ Play pour le moniteur, un choix instantané de la résolution, la 
modification instantané du taux de rafraichissement, le centrage du 
moniteur, la personnalisation de la couleur du curseur, et autres 
fonctions vous permettant d’améliorer votre productivité. Il a été 
fourni avec un support d’auto détection de traduction multi-language 
sous Windows 3.x et Windows 95. 


INSTALLATION Windows 3.x/ Windows 95 


Pour installer StarMédia et ses fichiers de soutien, exécutez le 
programme SETUP de la disquette a partir du Gestionnaire de 
programmmes de Windows (Windows 3.x) ou dumenu Démarrer 
(Windows 95). Le programme Setup va détecter la version de Windows 
que vous utilisez et copier l’outil StarMédia, le pilote Windows et les 
fichiers de soutien sur votre disque dur, créer un Groupe dans le 
Gestionnaire de programmes, et ajouter le gestionnaire d’affichage 
StarMédia a la section ‘load’ du fichier ‘win.ini’ que Windows charge 
automatiquement a chaque fois qu’il est lancé. Le programme Setup 
place également l’ic6éne du programme ‘Uninstaller’ (désinstallation) 
dans le groupe de programmes 4 partir duquel vous pouvez désinstaller 
cet ensemble logiciel. 


Display Control Panel 
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Bureau 

La boite de dialogue Bureau vous permet de configurer la taille, la 
profondeur de couleur, la taille et police de le taux de 
rafraichissement de votre bureau. 


Moniteur 

Cliquez sur la boite de dialogue Moniteur pour l’ouvrir, et cliquez. 
sur le bouton “DDC detect’ (Détection DDC) (Windows 3.x) ou sur 
‘Select Monitor’ (Sélection moniteur) (Windows 95) pour afficher 
les informations concernant votre moniteur. Si vous possédez un 
moniteur plug n’play, StarMédia va vous donner le nom du fabricant 
ainsi que le modéle du moniteur, et afficher la liste de toutes les 
résolutions disponibles avec les taux de rafraichissement verticaux 
maximum que votre moniteur est capable de supporter. Si vous 
moniteur ne supporte pas la fonction plug n’ play, vous pouvez 
sélectionner le modéle de moniteur que vous étes en train d’utiliser 
(lorsque Windows 95 est en cours d’exécution). Dans tous les cas, 
StarMédia vous propose une fonction Visualiser pour vous éviter de 
définir un affichage non synchronisé di a un taux de rafraichissement 
ou a une résolution incorrects choisis dans la boite de dialogue 
Affichage. 


Curseu 
Clique sur la boite Curseur pour choisir la couleur du curseur que 
vous préférez. 


DPMS | 
Le groupe DPMS montre les paramétres courants de la gestion de 
énergie. Les temps d’inactivité sont donnés pour les modes 
Attente, Suspension et Arrét. Vous pouvez définir ces paramétres 
en cliquant sur l’ic6ne. : 
Le systéme de gestion de I’Alimentation de |’écran fonctionne en 
conjonction avec les moniteurs répondant a la norme EPA Energy 
Star. L’écran DPMS vous permet d’activer, de configurer et de 
tester la gestion de |’alimentation. 


Info. 

Cette fenétre donne la résolution et la profondeur de couleur pour le 
bureau courant, le chipset graphique, les versions du BIOS et du 
pilote Windows, ainsi que le volume total de la mémoire vidéo de 
votre carte graphique. 
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INSTALACION RAPIDA | 
(Solo para usuarios experimentados) 


ACERCA DE STARMEDIA 


El STARMEDIA es un juego integrado de utilitarios que usted 
puede usar para configurar y ajustar su tarjeta de despliegur de 
graficos para uso 6ptimo bajo Microsoft Venntanas 3.x y Ventanas 
95. El STARMEDIA presenta monitor soporte Enchufa y Toca, 
conmutador de resolucién instantanea, cambiamento instantaneo de 
indice de reciclaje, centralizacién de monitor, cursor de color 
personalizado y una variedad de otras caracteristicas que aumentan la 
productividad. Tambien proporciona soporte de Auto-deteccién para 
la Traduccion multi-lenguage en Windows 3.x y Windows 95. 


INSTALACION Ventanas 3.x/Ventanas 95 


Para instalar el STARMEDIA y los archivios soporte, haga 
funcionar el programa SETUP enel Diskette del Programa Gerente 
Ventanas (Ventanas 3.x) o menu Inicio (Ventanas 95). E1] programa 
Setup detectar la versidn Ventanas que usted usa y copiara la 
herramienta STARMEDIA, manejador Ventanas y archivios soporte 
al su manejador rigido, criara un Programa de Grupo Gerente, y 
afiadira el programa gerente despliegue STARMEDIA para “cargar” 
seccioén de archivio ‘win.ini’ que Ventanas automaticamente carga 
cada vez que inicia. El programa Setup también coloca un simbolo 
grafico ‘Uninstaller’ en el grupo de programa que usted puede 
funcionar para desinstalar este paquete. 


Display Control Panel 
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Sobremesa | 
El] dialogo Sobremesa te permite configurar au tamafio de sobremesa, 
profundidad de color, tipo del letra y indice de reciclaje. 


Monitor 

Clica el dialogo etiquetado Monitor para abrirlo, despaués clica DDC 
detecta’ (Ventanas 3.x) 0 botén ‘selecciénar Monitor’ (Ventanas 95) 
para visualizar la informacién del su monitor. Si ustd tiene un 
monitor enchufa y toca STARMEDIA mostrara el nombre del 
fabricante del monitor, nombre del modelo, y pondra en lista todas 
las resoluciénes disponibles con el indice de reciclaje vertical 
maxima que elsu monitor puede soportar, Si su monitor no soporta 
enchufa y toca, usted puede seleccionar el modelo de monitor que 
usted esta usando (cuando Ventanas 95 esta vuncionando). En 
cualquier caso, STARMEDIA proveera funcién Previsualizacion 
para evitar despliegue fuera de sincronizacién debido a algunos 
indices incorrectos de reciclaje vertical o resolucién que esta siendo 
_ seleccionado en el didlogo etiquetado Desplieque. 


Cursor 
Clica el dialogo etiquetado cursor para escoger el hardware de cusor 
de color de acuerdo a la su preferencia. 


DPMS 

El grupo DPMS mostra los ajustes actuales de energia Valores de 
tiempo de inactividad son mostrados para reserva, suspende, y 
desconecta. Usted puede ajustar estes ajustes clicando sobre el 
simbolo grafico DPMS. 

Servicios de Gerenciamento de Despliegue de Energia trabaja en 
conjunto con monitores sumisos al EPA Energy Star. La pantalla 
DPMS le permite capacitar, configurar y pruebar estes servicios. 


Info. (informacién) 

Esta ventana mostra la resolucién y profundidad de color para el 
ajuste actual de sobremesa, la micropastilla grafica, las versiones del 
manejadors BIOS y Ventanas, y también el tamafio total de la 
memoria de video sobre la su tarjeta grafica. 
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INSTALLAZIONE RAPIDA (per utenti esperti) 
INFORMAZIONI SUL STARMEDIA... 


Il StarMedia é una serie di utilita integrate che possono essere 
utilizzate per la configurazione e per l’aggiustamento della carta di 
visualizzazione dei grafichi per un uso ottimale sotto il Microsoft 
Windows 3.x e Windows 95. II StarMedia possiede un supporto di 
monitor Plug ‘n Play, una commutazione della risoluzione on-the-fly, 
un cambiamento della velocita di ristoro on-the-fly, una centratura 
del monitor, colore selezionabile del puntatore ed una varieta delle 
altre caratteristiche per il miglioramento del rendimento. E anche 
previsto il sufforto multi-ungua sotto Windows 3.x e Windows 95. 


INSTALLAZIONE Windows 3.x/Windows 95 
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Per installare il StarMedia e per sopportare I file, eseguire il 
programma SETUP sul dischetto del Windows Program Manager 
(Windows 3.x) o del Start menu (Windows 95). Il programma Setup 
scoprira la versione Windows che utilizzate e copiera |’attrezzo 
StarMedia, il driver Windows ed I file di sopporto sul vostro disco 
rigido, crearera un gruppo Program Manager ed aggiungera un 
programma di visualizzazione Star Media alla sezione ‘load’ del file 
“win.ini”. Questo file verra caricato automaticamente dal Windows 
ogni volta che viene avviato. Il programma Setup anche visualizzera 
un’icona “Uninstaller” sul gruppo programma che potete utilizzare 
per annullare questo gruppo. 
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Desktop 
Il dialogo Desktop vi permette di configurare la capacita del Desktop, 
lintensita del colore, la grandezza dei carateri e la velocita di ristoro. 


Monitor 

Toccate sul dialogo segnato di Monitor , quindi toccate sul bottone 
‘DDC detect’ (Windows 3.x) o ‘Select Monitor’ (Windows 95) per 
accedere ai informazioni sul vostro monitor. Se lavorate su un 
monitor Plug n° Play, il StarMedia vi mostrera il nome del produttore 
del vostro monitor ed il nome del modello e includera in un elenco 
tutte le risoluzioni disponibile con la velocita verticale massima di 
ristoro che pud essere sopportato dal vostro monitor. Se il vostro 
monitor non sopporta il Plug ‘n Play, potete selezionare il modella di 
monitor che state utilizzando (se si lavora sotto Windows 95). In ogni 
caso, il StarMedia fornisce la funzione Preview per evitare che la 
visualizzazione sara fuori dalla sincronizzazione dovuto alla velocita 
verticale di ristoro impropria o dovuto ad una risoluzione impropria 
selezionata nel dialogo segnato di Display. 


Puntatore 
Toccate sul dialogo segnato di Cursor per selezionare il Bore 
desiderato del puntators dell hardware. 


DPMS 

Il gruppo DPMS indica la regolazione attuale del Power Management. 
] valori di inattivita dopo lo scorrimento del tempo vengono indicati 
per lo Standby, il sospeso e per lo spegnimento. Potete regolare 
queste funzioni toccando sull’icona DPMS. 

_T servizi del Display Power Management funziano in combinazione 
con 1 monitori conformi al EPA Energy Star. Lo schermo DPMS vi 
permettera di attivare, configurare e di provare questi servizi. 


Info. (Information) 

Questa finestra indica la risoluzione e |’intensita del colore della 
regolazione attuale del Desktop, il chipset della grafica, la versione 
del driver BIOS e Windows, ed anche la capacita totale della 
memoria video della vostra scheda di grafica. 
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FCC Information 


Note: 


This equipment has been tested and found to comply with the limits 
for a Class B digital device, pursuant to Part 15 of the FCC Rules. 
These limits are designed to provide reasonable protection against 
harmful interference in a residential installation. This equipment 
generates uses and can radiate radio frequency energy and, if not 
installed and used in accordance with the instructions, may cause 
harmful interference to radio communications. However, there is no 
guarantee that interference will not occur in a particular installation. If 
this equipment does cause harmful interference to radio or television 
reception, which can be determined by turning the equipment off and 
on, the user is encouraged to try to correct the interference by one or 
more of the following measures: | 


* Reorient the receiving antenna. 

* Increase the separation between the equipment and receiver. 

* Connect the equipment into an outlet on a circuit different from that 
to which the receiver is connected. 

* Consult the dealer or an experienced radio/TV technician for help. 


This device complies with Part 15 of FCC Rules. Operation is subject 
to the following two conditions: (1) This device may not cause harmful 
interference and, (2) this device must accept any interference received, 


including interference that may cause undesired operation. 


Notice to user: Changes or modifications to this product not approved 
by the party responsible for FCC compliance could void your 
authority to operate this equipment. 


In order for an installation of this product to maintain compliance with 
the limits for a Class B device, shielded cables must be used for the 
connection of any devices external to this product. 
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Chapter 1: StarMedia Display Utility 


StarMedia Introduction 


The StarMedia Display Utility, is an integrated set of utilities which 
you can use to configure and adjust your graphics display card for 
optimal usage under Microsoft Windows 3.x, Windows for Workgroup 
and Windows 95. The StarMedia features monitor Plug & Play support, 
on-the-fly resolution switching, on-the-fly refresh rate changing, 
monitor centering, custom cursor color and a variety of other 
productivity enhancing features. 


Display Control Panel 


StarMedia Operational Guide 
Desktop 


The Desktop dialog (for a S3 ViIRGE VGA card installed on 
Windows 95 platform, if a different card is installed, e.g. an ET6000 
card, then the window will be displayed as ET6000 Setup, but the 
contents on the window are almost the same.) allows you to 
configure your desktop size, color depth, font size and refresh rate. 
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Desktop Size: 
The desktop size option allows you to select a desktop resolution. 


Colors: 
Available color options depend on desktop size and installed memory, 
and determine the number of colors that can be displayed on screen. 


Font: 
This option allows you to select the font size Windows will use for system 
menus and resources. 


Refresh Rate: 
These options allow you to adjust refresh rate settings for each display 
mode. Faster refresh rates are less likely to cause eye fatigue due to 
screen flicker. 


Load selected (or PnP) monitor refresh rates 

This button will load the maximum refresh rates for all resolutions which 
detected by DDC monitor or by the monitor you selected. These refresh 
rates are only as a suggestion, you are apewee to choose a different 
refresh rate if you like. 
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Monitor 


Detect DDC monitor or select monitor type, Screen adjustment and 
compute the real refresh rate. | 


DDC detection or Change monitor type: 

This button will be displayed as "DDC Detect" on Windows 3.x and as 
"Change" on Windows 95. Press this button will detect your monitor to see 
if it supports Plug & Play facility. If it does, the manufacturer of your 
monitor and the display modes which your monitor supports will be shown; 
if your monitor does not support PnP, then the "Old type monitor" will be 
shown on windows 3.x, but if you are running on Windows 95, then you 
have a option to select the monitor type manually. 


Compute Refresh Rate: 
When you click on the Compute Refresh button, StarMedia will attempt to 
determine the current refresh rate of your monitor in Hz. 


Screen Adjustment: 
The Screen Adjustment buttons allow you to adjust screen position. Using 


_ the arrow bitmap buttons for up, down, left, right adjustment, the cross (+) 


bitmap button on the center will restore the screen to its original 
position. 
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800x600 @90Hz 
1024x768 @72Hz 
1152x864 @72Hz 
1280x1024 @60Hz 


SNS 
MRL 


DPMS 
| The DPMS group shows the current power management settings. 
Inactivity time-out values are shown for Standby and Off. Display _ 
Power management services work in conjunction with EPA Energy 
Star compliant monitors. The DPMS screen allows you to enable, 
configure and test these services. 
ursor 


ere) 


The Cursor dialog allows you to change the cursor 
color. 


There are 16 cursor colors you can choose. 
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MultiMedia 


The MultiMedia page shows 3 buttons which will launch 
Microsoft(TM) CD player, Media player and Active Movie respectively. 
Sometimes some of the buttons will be grayed when the specific 
program(s) is not installed on your computer. 


CD Player: 

CD music playback. 

This control lets you play audio compact disc. 

It has functions such as playing a CD, pausing and resuming a CD, 
playing tracks in random order & playing multiple discs. 


Media Player: 

Video and audio files playback. 

This control lets you play audio, video and animation files. It has 
functions such as playing a multimedia file, rewinding & fast- 
forwarding a multimedia file. 


Active Movie: 
Movie and video and audio files playback. This control lets you play a 
MPEG file, a video CD(DAT file) and Quick Time(QT file) and movie 
file(MOV file). 
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Options (For S3 VGA cards on Windows 3.x only) 


This window provides you the flexibility to optimize the graphic and 
video performance or to void some compatibility issues by some 
hardware dependent parameters. For the best performance, you need to 
check most of the check boxes. However, in case you encounter some 
compatibility problems, you need to disable one or more parameters. 


Info. ( Information ) 


This window shows the resolution, color-depth, font size and refresh 
rate for current desktop setting, the graphic chipset, the versions of the 
BIOS and Windows driver, and also the total video memory size on 
your graphic card. 
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Chapter 2:Hardware Installation Overview 


This chapter describes the layout and installation procedure of VGA 
cards. 


2.1e Card layout 


S3 Trio64V+ (86C765) ; Trio64V2/DX (86C775) $3 Trio64V2/DX (86C775) ; VIRGE (86C325) ; 
ViRGE/DX (86C375) 


1: 15-pin Analog Video Connector 
2: BIOS ROM 

3: PCI Bus 

4: VGA Chip 

5: Feature Connector 

6: 1ST 1MB DRAM 

6a: 1ST 1/1.125MB MDRAM 
6b: 1ST 2MB SGRAM 

6c: 1ST 2MB RDRAM 

7: 2nd 1MB DRAM 

7a: 2nd 1/1.125MB MDRAM 
7b: 2nd 2MB SGRAM 

7c: 2nd 2MB RDRAM 

8: 3rd 1/1.125MB (M)DRAM 
9: 4th 1/1.125MB (M)DRAM 
J1, J4, & J8: Interrupt Select 
(Default: Short - IRQ Enable) 
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2.2 Card installation 


IMPORTANT 


If necessary, please refer to the user manuals of your personal computer 
and any other peripheral devices 
connected with it before you execute the following steps. 


Installation Procedure: 


Step 1: Power OFF all peripheral devices, like printer, monitor, 
modem, etc. 


Step 2: Power OFF your personal computer. 
Step 3: Remove the cover from the computer case. 


Step 4: Now you can plug the VGA card into any unused PCI local 
bus slot and screw it. 


Step 5: Replace the cover on the computer case and connect the VGA 
interface cable. 


Step 6: Power ON your personal computer and its peripheral devices. 
You have already finished the VGA card installation. 
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Chapter 3: Software Installation 
Overview 


3.1¢ Installation Guide 


Please follow next instructions for installation: 
1) Install the VGA card into your PC properly 
2) Power on your PC 

3) Launch the Microsoft Windows 


4) Insert CD into CD-ROM drive. (Assume your CD-ROM drive is on 
drive D:, if it is not, change D: to other drive letter.) 


5) Run D:\mssetup.exe (on Windows 95, the mssetup.exe will be 
launched automatically) 


6) The Setup program will detect the VGA chipset and Windows 
version, and display a setup window like as follows: 


(This setup window is for a $3 ViRGE VGA card installed on 
Windows 95 platform, if a different card is installed, e.g. an ET6000 
card, then the title will be displayed as ET6000 Setup, but the contents 
on the window are almost the same. Please note that the Windows 3.x 
button is grayed because this program is running on Windows 95, if 
it runs on Windows 3.x, then the Windows 3.x button will be enabled 
and the Windows 95 button will be grayed. In general, MSSETUP will 
take care everything and you just simply press the buttons which you 
want to install into your system.) 
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av iR E/D exe Setup 


7) You may: 

Press the Windows 3.x button to install driver and utility for Windows 
3.x. 

Press the Windows 95 button to install driver and utility for Windows 
95. 

Press the DOS button to install driver and utility for DOS. 

Press the Windows NT button to get the information about how to 
install drivers for NT. 

Press the OS/2 button to get the information about how to install 
drivers for OS/2. 


Press the Xing MPEG player button to install the Xing MPEG player 
package. | 

Press the DirectX button to install Direct X which will improve video 
performance dramatically. 

Press the Game button to install some fun stuffs. 

Press the Video for Windows button to install Video for Windows run 
time version. 


Then follow the on-screen instructions to complete the installation. 
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3.2 Special notes for Windows 95 users 


Due to the plug & play feature of Windows 95, if it is the first time you 
install a new VGA card and then launch Windows 95, Windows will 
find a new device is installed and ask you to insert the driver diskette. 

In this case, please insert the Setup CD into CD-ROM. (Assume your 
CD-ROM drive is on drive D:, if it is not, change D: to other drive 


letter.) then input the driver source as 


D:\S3TRIOV (if you install a $3 Trio64V+ card) or 
D:\S3TRIOV2 (if you install a $3 Trio64V2 card) or 
D:\S3VIRGE (if you install a $3 ViRGE/DX/GX/VX card) or 
D:\ET6000 _ (if you install a Tseng Lab ET6000 card) or 
D:\CL5464 _ (if you install a Cirrus logic 5464 card) 


After that, Windows will prompt you again to select the device type, 
please select 


"$3 Inc. Trio64V+" (if you install a $3 Trio64V + card) or 

"$3 Inc. Trio64V2" _(if you install a $3 Trio64V2 card) or 

"$3 Inc. ViRGE PCI" (if you install a $3 ViRGE card) or 

"$3 Inc. VIRGE/DX/GX PCI" (if you install a $3 ViRGE/DX 
/GX card) or 

"Tseng Lab ET6000 PCI" _(if you install a Tseng Lab ET6000 card) or 

"Cirrus Logic 546x PCI" (if you install a Cirrus Logic 5464 card) 


then Windows will copy the driver files and ask you to restart Windows, 
you need to choose ‘OK’ to restart Windows so that the new driver will take 
effect. 


Due to the feature of Windows 95, if you want to add a new hardware 
after finishing the installation of the StarMedia Display Utility, please 


first close the WA icon at the bottom of your screen by Right Click 
this icon, and then select the 'Close' menu item, before executing the 
‘Add New Hardware’ function from the 'Control Panel’. Otherwise, 
you may get an error message ‘Detection Manager error: Failed to hook 
ring 0 code’ during the installation of ‘Add New Hardware Wizard’. 
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a 
3.30 Special notes for DOS users 


If you need to install DOS drivers and utilities under DOS prompt, 
please see following procedure: 


First, insert the Setup CD into CD-ROM. (Assume your CD-ROM 


drive is on drive D:, if it is not, change D to other drive letter.) 
Second, type following commands under DOS prompt: 


>D:\S3TRIOV\DOS\INSTALL (if you install a $3 Trio64V + 
card) or 

>D:\S3TRIOV2\DOS\INSTALL | (if you install a $3 Trio64V2 

| card) or 

> D:\S3VIRGE\DOS\INSTALL (if you install a $3 ViRGE/ 
DX/GX/VX card) or 

> D:\ET6000\DOS\INSTALL (if you install a Tseng Lab 
ET6000 card) or 

> D:\CL5464\DOS\INSTALL (if you install a Cirrus logic 
5464 card) 


(Special notes for S3 DOS Utility users) 


S3REFRSH 

This utility requires that a mouse driver be installed. Without a 
mouse driver, command line parameters are required using the 
following option : 


USAGE (without mouse): 


S3REFRSH XY where X=640,800,1024,1280 and Y=0 (56Hz), 
1 (60Hz), 2 (70Hz), 3 (72H), 4 (75H), 5 (Interlaced) 


Note that 1600x1200 and 1152x864 each has a single refresh rate so this 
utility is not needed. 
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With a mouse driver, a menu will be displayed upon loading 
S3REFRSH. The refresh rate options are shown on the left side and the 
corresponding resolutions are displayed on top of the table. Click on 
the desired boxes. The “X” marks the menu option that is not valid; 
selected refresh rates are defined by the check marks. Click on the 
EXIT button to set the new refresh rate. The utility will ask if the user 
wishes to save the changes in AUTOEXEC.BAT. Choose “YES” if the 
user wants to use the new refresh rate setting every time the system 
boots. 


SMODE 


This program can set the video mode you want in the DOS prompt. 
All the VGA modes and Enhanced VGA modes can easily be set by 


type: 
SMODE n <Enter> 


Where n(Hex) is the video mode want to set. (mode 0 ~ 13) 


SOSOOOCOSOOCO! ROCOOCOUU, DOGO OOO OIRO ION FORO HORM IEICE, DMCC ICICI CHINE SRR MMR MINIM IOC IOS OOS OPI IRL PORN MMR MK? 


25.175MHz 28h 61h 


800x600x4 08h 00h e 40MHz 2Bh 42h 
800x600x4 oshooh | -| sombz | 1An4oh 
800x600x4 ars 09h 80h ie 49.5MHz | 51h 44h 


104h |6 43Hz | 00h 00h is 44.9MHz | 30h 42h 
to4h oshoon__[+| oswie | 47h42h 
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75MHz 13h 20h 
80MHz 2Bh 22h 
30 


104h 7Oz 0h 09h 
104h |6cn| rozex7esx4| 7stiz_| o4n | 10h 00h 


ORGS 


3.4e Special notes for Xing MPEG Player 


If you need to install Xing on Windows 95 SR2 version, the caution 
message will be shown on screen when system restart. Please select 
“NO” on “Do you want to fix this (by restoring the file types to 
ActiveMovie)2” option and enable “Don’t ask this question again”. 


3.5e The Games on CD 


The CD include following games for Windows 95 user, here is the list 


of games: 
1. Dino Match, 2. Dino Spell, 3. Dino Numbers, 
4. Fruit Cakes, 5. Oilcap Pro, 6. Oracle of Runes, 
7. Flaps, 8. Rollem, 9. Squark, 
10. Desk Drop, 11. Diaggle, 12. Frog Hop, 
13. Virus, 14. Quarry, 15. Word Mix, 


16. Axium Adventures 


And there would be more games on the future version of this CD, 
please click the “GAME” button to install the games you like. 
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(Special notes for S3d‘s game users) 


To install S3d's Games with ViIRGE/DX or ViRGE/GX VGA card, 


please follow these steps, 

For $3d "Terminal Velocity" and "Actual Soccer" games: 

1. After completing S3d games installation, copy SSDRUN.EXE & 
S3DSRVR.EXE files from the “S3DRUN” directory of driver CD to 
S3d's games directory (e.g."TV3d" and "ASOCCER'"). 

2. From DOS Command Prompt, type "S3DRUN TV" for Terminal 
Velocity game or 


"S3DRUN SOCCER" for ACTUAL SOCCER game in each 
individual directory to play. | 


For S3d "HOVOC" game: 

1. After completing "HOVOC" game installation,copy S3DTKW.DLL 
& S3KERNEL.VXD files from the S3DRUN directory of driver CD 
to the SYSTEM directory of WINDOWS (e.g. c:\windows\system). 


2. Click "HOVOC" icon on WINDOWS to play. 
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